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DETAIL A

SECTION A-ACOUNTERSUNK HOLE WITH
.368 CB HOLE FOR 

1/4-20 E-Z LOK INSERTS [8X]

1.500 38.1
ANCHOR HEIGHT [8X]

.750 19.1
PLATE THICKNESS

.200 5.1
DOME HEIGHT

 TYP.

.460 11.7
TOP OF DOMES TYP.

.910 23.1  TYP.

DETAIL B

THREADED  1/4-20
ANCHORS [8X]
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DETAIL C

TEL: (800) 996-4510
WWW.EQUALTILE.COM

ENGINEERING@EQUALTILE.COM

24" [610mm] X 48" [1219mm]
HIGH-PERFORMANCE PAVER

(NON-REPLACEABLE)
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BY ROLHARD INC. IS PROHIBITED
MATERIAL OTHER THAN THAT SPECIFIED
CANADA, AND MEXICO. ANY USE OF THIS
TO THE COPYRIGHT LAWS OF THE U.S.A.,
COPYRIGHTED MATERIAL AND IS SUBJECT
FOR USE BY ROLHARD INC. AND IS
THIS DESIGN IS CREATED EXCLUSIVELY

c 2016

HIGH-PERFORMANCE
POLYMER CONCRETE

24CIP-17548

PRODUCT NAME:

8-11-2024EQL-24x48-CIP75
DATE:PART #:

DRAWING #:

MATERIAL:

SCALE:

ALL DIMENSIONS NOMINAL
PRIMARY DIMENSION = INCHES

[mm] IN PARENTHESES
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